ANCHORS INSTALLED
IN 8’ INCREMENTS

EDGE EXPOSED TO
SHEET FLOW:

RECESS TwO OUTSIDE
BLOCKS

12 INTO SUBGRADE

LEADING EDGE TRENCHED
IN 18" OR 3 BLOCKS

OVERLAP DETAIL PERPENDICULAR
TO WATER FLOW

INSTALL ANCHORS IN
8’ INCREMENTS AT
EDGE OF MAT

INSTALL ANCHORS IN
8’ INCREMENTS AT
EACH OVERLAP

WATER FLOW

18" MAT SHINGLE

4 / 1 HATE
TRENCH LEADING EDGE

I @ 7 18° OR 3

BLOCKS, & BACKFILL

WITH NON-ERODIBLE

MATERIAL

ALL EDGES NOT
EXPOSED TO SHEET
FLOW MUST BE
TRENCHED IN A MIN.
6’ OR 1 BLOCK.

GENERAL NOTES:

1. WHEN POSSIBLE, AVOID PARALLEL SEAMS IN THE MIDDLE OF
THE CHANNEL.

2. UNDERLAYMENT MATERIAL SHOULD BE OF AN EQUAL OR
GREATER HYDRAULIC PERFORMANCE COMPARED TO
UNDERLAYMENT BACKING,
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